












Managing Information About Your Fax Communications
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Printing Out a User Setting List

Print out this list in order to check the settings made (type of phone line, etc.) and other registered 
information (self-station name, etc.) in this fax.

Note If you want to cancel the procedure part way through, press the Reset key. The operation panel will 
return to the initial mode settings.

1 Open the cover plate to the left and press the Print 
Report key.

2 Press the  key or the  key to select User 
Setting List.

3 Press the Enter key. A User Setting List will be printed out.

The operation panel will return to the initial mode settings.

Print Report:
Activity Report
Confirmation Report
User Setting List
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7 Various Settings and Registration

Turning Print Out of Each Report ON/OFF  ("Print Report" setting)
Six different reports can be printed out for checking such points as whether a transmission or 
reception was accomplished correctly or not. You can also have each of these reports printed out 
automatically or turn OFF automatic print out of each report.

<Activity Report>

Set this report to be printed out upon reaching a predetermined number of communications in order 
to check the details of those communications.

<Restricted Access Report>

Set this report to be printed out in order to check the details, listed by department, of all 
communications occurring under Restricted Access.

<Transmission Report>

Set this report to be printed out after each transmission to check whether the transmission was 
accomplished correctly or not.

Select Output only be Condition and then, it is possible to set this report to be printed out 
only under certain condition such as a communication error, a Broadcast Transmission, and a 
transmission that uses the timer.

<Reception Report>

Set this report to be printed out after each reception to check whether the reception was 
accomploshed correctly or not.

Select Output only be Condition and then, it is possible to set this report to be printed out 
only under certain condition such as a communication error, a Polling Reception, an Encryption 
Reception and a Subaddress-based Confidential Reception.

<Delayed Communication Report>

Set this report to be printed out after each communication that uses the timer is scheduled to check 
the information related to that communication.

<NW-FAX Transmission Report>

When the optional Network scanner is installed on this fax machine, you can have this report 
attached to an e-mail message in order to check whether each Network FAX transmission was 
accomplished correctly or not.

Select  Output only be Condition and then, it is possible to set this report to be printed out 
only under certain condition such as a communication error, a Broadcast Transmission, and a 
transmission that uses the timer.
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Note If you want to cancel the procedure part way through, press the Reset key. The operation panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select Print 
Report.

5 Press the Enter key.

6 Press the  key or the  key to select which report to 
set.

The following example is for setting the Delayed 
Communication Report.

7 Press the Enter key.

8 Press the  key or the  key to select whether or not 
you want that report to be automatically printed out.

The asterisk (*) in the message display indicates the 
current setting.

If you want the report to be printed out automatically, 
select On.

If you selected TX Transaction, RX Transaction or NW-FAX TX in step 6, it will also be 
possible to select Output only be Condition here. In this case, the corresponding report will 
only be printed out under those conditions that are explained under the information for that report as 
shown on the previous page.

9 Press the Enter key. The setting for that report is complete.

> If you want to continue the setting procedure for other reports, repeat steps 6 – 9.

> If you want to perform other setting procedures, select End and then press the Enter key.

> If you are finished making settings, press the Reset key. The operation panel will return to the 
initial mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
Line Type
TTI
Print Report

:Tone Dial
:Outside P.

Print Report:
TX Transaction
RX Transaction
Delayed Comm.

:Condition:Condition
:Off
:On

Delayed Comm. Report:
On
Off

*
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Turning the Bulletin Board ON/OFF  ("Bulletin Board" setting)
If the Bulletin Board function is turned ON, you only need to enter documents into memory once and 
they will be available for transmission to any number of receiving parties upon receipt of their polling 
request. To use the Bulletin Board function, it is necessary to turn it ON in advance. (See Preparing 
Documents for a Polling Transmission on page 5-9.)

Note If you want to cancel the procedure part way through, press the Reset key. The touch panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select Bulletin 
Board.

5 Press the Enter key.

6 Press the  key or the  key to select whether you 
want to turn the Bulletin Board function ON or OFF.

The asterisk (*) in the message display indicates the 
current setting.

If you want to turn the Bulletin Board function ON, 
select Save Doc. after TX [Save document after TX]. Even after they are transmitted, 
the documents will remain in memory waiting for the next polling request. If you want the documents 
to be deleted from memory after they are transmitted, select Del. Doc. after TX [Delete 
document after TX].

7 Press the Enter key. The setting for the Bulletin Board function is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
Password Check Comm.
Fax Forwarding
Bulletin Board

:Off
:Delete

Bulletin Board:
Del.  Doc. after TX
Save Doc. after TX

*
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Setting the Number of Rings [Auto Fax Reception]  ("Number of Rings" setting)
The number of times the fax will “ring” before an incoming call is answered in the Auto Fax 
Reception mode can be set here to any number between 1 – 15.

Note If you want to cancel the procedure part way through, press the Reset key. The operation panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select # of Rings 
[Nr of rings].

5 Press the Enter key.

6 Press the  key or the  key to select the number of 
“rings” before an incoming call is answered.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for the number of rings in the Auto Fax Reception mode is 
complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
Fax Forwading
Bulletin Board
# of Rings

:Off
:Delete
:  2Times

# of Rings:
1Times
2Times
3Times

*
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Setting the Number of Rings [TAD Reception]  ("Number of Rings" setting)
If a separately purchased telephone with answering machine capabilities is connected to this fax 
machine and TAD reception is turned ON – but the answering machine capabilities of the telephone 
are turned OFF – the number of times the fax will let the telephone ring before switching to fax 
reception can be set here to any number between 1 – 15. When a call from a facsimile comes in, 
this fax will switch to fax reception after the number of rings designated here. (See Automatically 
Switching Between the Fax and an Answering Machine (TAD Reception) on page 5-3.)

Notes • BE SURE to select a setting here that is a LARGER number than the setting made in the 
answering machine. If you cannot set the number of rings in your answering machine, select 
“15 Times” in this procedure.

• If you want to cancel the procedure part way through, press the Reset key. The operation panel 
will return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select #Rings(TAD) 
[Nr rings-TAD].

5 Press the Enter key.

6 Press the  key or the  key to select the number of 
times the fax will let the telephone ring.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for the number of rings in the TAD Reception mode is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
Bulletin Board
# of Rings
#Rings(TAD)

:Delete
:  2Times
:10Times

# of Rings (TAD):
1Times
2Times
3Times
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Setting the Number of Rings [FAX/TEL Switching] ("Number of Rings" setting) (Inch 
version only)

When a separately purchased telephone is connected to this fax machine and Auto FAX/TEL 
Switching is turned ON, the number of times the fax will let the telephone ring before the Auto 
FAX/TEL Switching mode engages can be set here to any number between 0 – 15. After the 
number of rings designated here, if the call is from a facsimile this fax will switch to fax reception. If 
other party is on the line, the telephone will begin to ring again. (See Automatically Switching 
Between the Fax and a Telephone (Auto FAX/TEL Switching) on page 5-1.)

Note If you want to cancel the procedure part way through, press the Reset key. The operation panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select 
#Rings(AutoRX)[Nr rings-AutRX].

5 Press the Enter key.

6 Press the  key or the  key to select the number of 
times the fax will let the telephone ring.

The asterisk (*) in the message display indicates the 
current setting.

If you select 0 Times, the Auto FAX/TEL Switching 
mode will engage as soon as a call comes in.

7 Press the Enter key. The setting for the number of rings in the Auto FAX/TEL Switching mode is 
complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
# of Rings
#Rings(TAD)
#Rings(AutoRX)

:  2Times
:10Times
:  2Times

# of Rings (Auto Switch):
0Times
1Times
2Times*
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Confirming the Destination Information Before Dialing ("Dial Confirm” setting)
Dial Confirmation enables the prevention of problems associated with mistakenly pressing the 
wrong one-touch, program or group dial key. When Dial Confirmation is turned ON, you will be able 
to check the destination before dialing occurs, thereby preventing your documents from being sent 
to the wrong party.

Note If you want to cancel the procedure part way through, press the Reset key. The operation panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select Dial 
Confirm [Confirm dial].

5 Press the Enter key.

6 Press the  key or the  key to select whether to turn 
Dial Confirmation ON or OFF.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for Dial Confirmation is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
#Rings(TAD)
#Rings(AutoRX)
Dial Confirm

:10Times
:  2Times
:On

Dial Confirm:
On
Off

*
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Making Volume Settings  ("Volume" setting)
The volume of the alarm, the monitor and the speaker can be adjusted here, or you can make the 
alarm inaudible.

<Alarm Buzzer Volume>

Sets the volume of the alarm that sounds in the event of a communications error or when you press 
an incorrect key on the operation panel.

<Monitor Volume>

Sets the volume of the internal speaker that allows you to listen to conditions on the telephone line 
when the On-Hook key was NOT pressed.

<Speaker Volume>

Sets the volume of the internal speaker that allows you to listen to conditions on the telephone line 
when the On-Hook key WAS pressed.

Note If you want to cancel the procedure part way through, press the Reset key. The operation panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select Set Volume.

5 Press the Enter key.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
#Rings(AutoRX)
Dial Confirm
Set Volume

:  2Times
:On
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6 Press the  key or the  key to select which volume 
setting you want to make.

> If you selected “Buzzer Volume”…

(1) Press the Enter key.

(2) Press the  key or the  key to select the desired 
volume.

The asterisk (*) in the message display indicates 
the current setting.

The volume can be set to any one of 3 settings: 
Off, Small or Large. If you selected Off, you will not be able to hear the alarm.

> If you selected “Monitor Volume”…

(1) Press the Enter key.

(2) Press the  key or the  key to select the desired 
volume.

The asterisk (*) in the message display indicates 
the current setting.

The volume can be set to any one of 4 settings: 
Off, Small or Large. If you selected Off, you will not be able to hear the monitor.

> If you selected “Speaker Volume”…

(1) Press the Enter key.

(2) Press the  key or the  key to select the desired 
volume.

The asterisk (*) in the message display indicates 
the current setting.

The volume can be set to any one of 4 settings: 
Off, Small or Large. If you selected Off, you will not be able to hear the monitor.

7 Press the Enter key. The message display will return to the Set Volume menu.

> If you want to perform other setting procedures, select End and then press the Enter key.

> If you are finished making settings, press the Reset key. The operation panel will return to the 
initial mode settings.

Set Volume:
End
Buzzer Volume
Monitor Volume

:Small
:Medium

Buzzer Volume:
Off
Small
Large

*

Monitor Volume:
Off
Small
Medium*

Speaker Volume:
Off
Small
Medium

*
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Setting the Document Size for Scanning from the Document Processor 
("Scan from DP" setting)

Select here whether documents that are set in the Document Processor will be scanned as 8 1/2" x 
11" or other such standard size paper, or as long documents (in the direction of the paper feed).

Notes • It is necessary to select Standard size original. here when transmitting both sides of 
duplex (2-sided) documents. (See Sending 2-Sided Documents (Duplex Transmission) on 
page 3-1.)

• If you select Long original here, it will not be possible to have documents rotated for 
transmission. (See Rotating the Document Image for Transmission (Rotate & Transmit 
function) on page 1-20.)

• If you want to cancel the procedure part way through, press the Reset key. The operation panel 
will return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select Scan from 
DP.

5 Press the Enter key.

6 Press the  key or the  key to select the desired 
document size setting.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for the document size is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
Dial Confirm
Set Volume
Scan from DP

:On

:Std size

Scan from DP:
Standard size original
Long original

*
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Setting the Default Transmission Mode  ("TX Mode/Default" setting)
You can select which transmission mode, Memory Transmission or Direct Feed Transmission, will 
be the default setting in this fax. If you select Direct Feed Transmission for this setting, the 
Memory-Tx. indicator will go out.

Note If you want to cancel the procedure part way through, press the Reset key. The operation panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select TX/Default.

5 Press the Enter key.

6 Press the  key or the  key to select the desired 
transmission mode.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for the transmission mode is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
Set Volume
Scan from DP
TX/Default

:Std size
:Memory

TX/Default:
Direct Feed Transmission
Memory Transmission

*
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Selecting the Automatic Reception Mode  ("Receive Mode" setting)
This fax has 2 or 3 automatic reception modes (depending upon the model version). The inch 
version of this fax offers the Automatic Fax Reception, Auto FAX/TEL Switching and D.R.D. 
Reception modes. The metric version contains the Automatic Fax Reception and Auto FAX/TEL 
Switching modes. Select from among the available modes that are available for your fax machine.

Note If you want to cancel the procedure part way through, press the Reset key. The operation panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select Receive 
Mode [Reception mode].

5 Press the Enter key.

6 Press the  key or the  key to select the desired 
reception mode.

The asterisk (*) in the message display indicates the 
current setting.

> D.R.D. was selected: Proceed to step 7.

> If any reception mode other than D.R.D.was selected: Proceed to step 9.

7 Press the Enter key.

8 Press the  key or the  key to select the desired ring 
pattern.

Select among the 4 available patterns: Normal Ring, 
Double Ring, Short-Short-Long and 
Short-Long-Short.

9 Press the Enter key. The setting for the reception mode is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
Scan from ADF
TX/Default
Receive Mode

:Memory
:Fax Recept

:Std size

Receive Mode:

Auto Fax/Tel SW
Fax Reception

D.R.D.

*

D.R.D. Ring Pattern:

Double Ring
Normal Ring

Short-Short-Long
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Turning Reception Date & Time Print Out ON/OFF ("RX Date/Time" setting)
Select here whether or not you want information – such as the time of the reception, information 
related to the transmitting party and the number of pages transmitted – to be printed out at the top 
edge of received documents. This information is convenient for checking the actual time you 
received documents, especially when they were sent from a location that is in a different time zone 
than you are. In order to have this information printed out, it is necessary to turn this function ON in 
advance.

Notes • If a received page is split and printed onto 2 or more separate sheets of paper, the time and 
date of reception will be printed only on the first of those sheets.

• If Fax Forwarding is turned ON, the true date and time of reception at this fax will not be printed 
out on the documents received at the selected destination. If, however, the forwarding 
operation is unsuccessful even after redialing the predetermined number of times, the 
reception date and time information WILL be displayed on the documents that will then be 
automatically printed out at this fax.

• If you want to cancel the procedure part way through, press the Reset key. The operation panel 
will return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select 
Rx Date/Time.

5 Press the Enter key.

6 Press the  key or the  key to select whether you 
want to turn Reception Date and Time Print Out ON or 
OFF.

The asterisk (*) in the message display indicates the 
current setting.

If you want the reception date and time to be printed out, select On.

7 Press the Enter key. The setting for the reception date and time print out is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
TX/Default
Receive Mode
RX Date/Time

:Fax Recept
:Off

:Memory

On
Off

RX Date/Time:

*
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Selecting the Paper Feed Selection Mode ("Fax Paper Feeding Tray" setting)
Select here among the 3 available modes for feeding paper when printing out all documents that are 
received when the fax is in the Fax Operation mode – as well as for printing out reports and lists: the 
Auto Selection mode, the Fixed Size mode or the Fixed Cassette mode.

Note This setting CANNOT be changed while there are documents remaining in memory.

<Auto Selection mode>

In this mode, the fax will automatically select and feed the most appropriate paper.

<Fixed Size mode>

In this mode, paper feed will be accomplished from the drawer that contains the selected size of 
paper. If there is no paper of the selected size in any drawer, the documents will be received directly 
into memory.

You CANNOT select more than one size of paper in this setting.

If the same size of paper is set in more than one location, the upper drawer will have priority for 
paper feed.

<Fixed Cassette mode>

In this mode, paper feed will be accomplished from a specified drawer regardless of the size of the 
received documents. If there is no paper in the selected drawer, the documents will be received 
directly into memory.

You CANNOT select more than one drawer in this setting.

Note If you want to cancel the procedure part way through, press the Reset key. The operation panel will 
return to the initial mode settings.

1 Pres the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select PaperFeed 
Sel.

5 Press the Enter key.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
Receive Mode
RX Date/Time
PaperFeed Sel.

:Off
:AutoSelect

:Fax Recept
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6 Press the  key or the  key to select the desired 
paper feed mode.

The asterisk (*) in the message display indicates the 
current setting.

> If you selected Auto Selection…

Proceed to step 7.

> If you selected Fix Size [Fixed Size] …

(1) Press the Enter key.

(2) Press the  key or the  key to select the desired 
paper size.

> If you selected Fix Cassette [Fixed Cassette]…

(1) Press the Enter key.

(2) Press the  key or the  key to select the desired 
drawer.

If the selected drawer is not installed, a message 
will be displayed indicating that the drawer is not 
available and use of that drawer will not be 
possible.

7 Press the Enter key. The setting for Paper Feed Selection is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

PaperFeed Sel.:
Auto Selection
Fix Size
Fix Cassette

*

Fix Size:

.

Fix Cassette:

2nd. Cassette
Upper Cassette

3rd. Cassette
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Turning 2 in 1 Reception ON/OFF ("2 in 1 RX" setting)
If 2 in 1 reception is turned ON and two 5 1/2" x 8 1/2" [A5] size pages are received in a row during the 
same reception, those 2 pages will be printed onto a single sheet of 11" x 8 1/2" [A4] size paper. In 
order to accomplish 2 in 1 Reception, it is necessary to turn this function ON in advance.

Notes • You CANNOT use 2 in 1 reception in combination with duplex reception.

• If you want to cancel the procedure part way through, press the Reset key. The operation panel 
will return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select 2 in 1 RX 
[2-up RX].

5 Press the Enter key.

6 Press the  key or the  key to select whether to turn 
2 in 1 reception ON or OFF.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for 2 in 1 Reception is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:

2  in  1  RX :Off

RX Date/Time :Off
PaperFeed Sel. :AutoSelect

On
Off

2 in 1 RX:

*
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Turning Remote Diagnosis ON/OFF ("Remote Diagnosis" setting)
Especially if trouble occurs in this fax in which it is necessary to call for service, it is possible for our 
service center computer to access the fax directly over the telephone line and check its status and 
other information about the trouble.

Notes • To use Remote Diagnosis, it is necessary to enter into a contract with an authorized service 
center in advance and also to register a predetermined Remote Test ID in advance. (See 
Registering the Remote Test ID ("Remote Test ID" setting) on page 7-18.) For further 
information, contact your service representative, an authorized service center or the place of 
purchase.

• If you want to cancel the procedure part way through, press the Reset key. The operation panel 
will return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select Remote 
Diag.[Remote diagn.].

5 Press the Enter key.

6 Press the  key or the  key to select whether to turn 
Remote Diagnosis ON or OFF.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for Remote Diagnosis is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
F-NET
Dest. List Tag
Remote Diag.

:Alphabet
:On

:Off

On
Off

Remote Diag.:
*
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Registering the Remote Test ID  ("Remote Test ID" setting)

Notes • A previously registered Remote Test ID can also be modified by performing the following 
procedure.

• If you want to cancel the procedure part way through, press the Reset key. The operation panel 
will return to the initial mode settings.

1 Open the cover plate to the left and press the Register 
key.

2 Press the  key or the  key to select Program Fax 
Parameter.

3 Press the Enter key.

4 Press the  key or the  key to select Remote Test 
ID.

5 Press the Enter key.

6 Use the keypad to enter the designated 4-digit Remote 
Test ID.

If you want to reset the displayed number to “0000”, 
simply press the Stop/Clear key.

7 Press the Enter key. Registration of the Remote Test ID is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Program:
Program encryption box

Program Fax Parameter
Program Encryption ID

Program Fax Parameter:

Remote Switch
Remote Test ID

Fax Forwarding

:0000
:55

Remote Test ID:0000

Enter Remote ID



Various Settings and Registration

7-19

Receiving Faxes at the Same Size or a Reduced Size  (“Reception size” setting)
If Auto Selection is selected under the “Fax Paper Feeding Tray setting”, and the size of an 
incoming fax is larger than the size of paper loaded in the drawer[cassette] to be used for print out, 
you can select whether to have such faxes printed out at their original size onto multiple sheets of 
paper, or have them reduced as much as possible to fit onto the available size of paper.

Note If you want to cancel the procedure part way through, press the Reset key. The operation panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select RX size 
[Reception size].

5 Press the Enter key.

6 Press the  key or the  key to select whether have 
faxes printed at their original size or have them 
reduced to fit the available size of paper.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for the size of received faxes is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
Dest. List Tag
Remote Diag. :Off

:Zoom(Reduce)

:Alphabet

RX Size

Zoom(Reduce)
100%

RX Size:
*
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Turning Bulk Fax Reception ON/OFF ("Fax bulk reception” setting)
If this setting is turned "ON", the data for an incoming fax will be stored and then printed out in a 
single batch at the end of the communication. By holding the printing of an incoming multi-page fax 
until after its reception is fully complete, it will be possible to make copies during that reception.

Notes • Even if this setting is turned "ON", if there is not enough memory to store additional image data, 
the machine will automatically switch to page-by-page print out.

• Even if this setting is turned "ON", if either Duplex Reception or Fax Forwarding are also turned 
"ON", or if the machine is in the middle of a Memory Reception, those operations will be given 
priority.

• If you want to cancel the procedure part way through, press the Reset key. The operation panel 
will return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select Fax Bulk RX.

5 Press the Enter key.

6 Press the  key or the  key to select whether to turn 
Bulk Fax Reception ON or OFF.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for Bulk Fax Reception is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
Paper Feed Sel.
2 in 1 RX :Off

:Off

:AutoSelect

Fax Bulk RX

On
Off

Fax Bulk RX:
*
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8 Optional Equipment

Duplex Unit 
By installing the optional Duplex Unit, Duplex Reception – in which paper is turned over inside the 
fax machine and printing accomplished on the back side – will be possible. When the width of each 
page received is exactly the same, the documents will be printed onto the front and back sides of 
that size of paper.

Notes • To use the Duplex Reception function, it is necessary to turn it ON in advance.

• When the Duplex Reception function is turned ON, all pages of a fax reception will be 
temporarily stored in memory – regardless of the reception mode setting – and they will then be 
printed out at one time.

Turning Duplex Reception ON/OFF (Duplex RX setting)
With the Duplex Reception function, it is possible to print onto the back side of received faxes. To 
use the Duplex Reception function, it is necessary to turn it ON in advance.

Notes • You CANNOT use duplex reception in combination with 2 in 1 reception.

• If you want to cancel the procedure part way through, press the Reset key. The operation panel 
will return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select Duplex RX 
[2-sided RX]. 

5 Press the Enter key.

6 Press the  key or the  key to select whether to turn 
Duplex Reception On or Off.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for Duplex Reception is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
PaperFeed Sel.
2  in  1  RX

:AutoSelect
:Off

Duplex RX :Off

On
Off

Duplex RX:

*
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Optional Memory
By adding 32 MB of optional memory, the amount of 
memory available for Bitmapping will be increased and 
you will thus be able to transmit and receive 
documents using the Ultra fine resolution mode. 

In addition, you will be able to store a greater number 
of documents into memory (for transmission or through 
reception).



9-1

9 Network FAX Settings (Option)

This section contains explanations on the Network FAX functions available when the optional 
Network scanner is installed on this Fax machine and in particular on the setup procedure and 
settings to be performed on the machine. 
As the contents of the settings will differ according to the environment of the computer connected to 
this machine, make sure to read the explanations corresponding to your computer environment and 
to perform the appropriate procedure.
Be sure to read the On-Line Manual on the included CD-ROM as well. It contains explanations on 
Network FAX transmission and reception procedures, the various corresponding settings, and on 
operation at the computer.

About the On-Line Manual
A PDF format On-Line Manual is included on the provided CD-ROM.
This On-Line Manual contains explanations on the applications required in order to use the Network 
FAX functions. Its contents are as follows:

• How to install the various applications

• How to perform the various settings

• How to perform Network FAX Transmission

• How to perform Network FAX Reception

• How to use the Address Book

• How to use the Address Editor for Fax

Opening the On-Line Manual
Perform the following procedure in order to open the On-Line Manual. 

1 Insert the provided Product Library CD-ROM onto the CD drive of your computer. The Main Menu 
screen will automatically be displayed for set-up.

2 The License Agreement will be displayed. If you agree with the conditions contained therein, click 
Accept. 

If this screen does not appear after you insert the CD-ROM, open the CD-ROM window to access 
its contents and double-click on the [setup.exe] file.

3 In the Main Menu screen, click Software Documentation. 

4 Select Network FAX Driver Operation Guide.

In order to open the On-Line Manual, Adobe Acrobat Reader must be installed in your computer.
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Performing the Setup Procedure
In order to use the Network FAX functions, the following setup procedure needs to be performed.

(1) Connecting the fax machine and the computer

Connect the shielded network cable (100 BASE-TX or 
10 BASE-T) to the fax machine.
See page 9-3.

(2) Procedure on the fax machine

Perform the basic settings (Network FAX Reception 
setting, setting for saving the documents for 
transmission, file type setting) on the fax machine.
See page 9-4 ~ page 9-6.

(3) Procedure on the computer

Install the required software (included in the provided 
CD-ROM) and perform the various settings
Refer to Network FAX Driver Operation Guide.

Setup is complete

PC

Hub

PC
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Connecting the Fax Machine and the Computer

1 Turn the power switch of the fax machine OFF (O).

Important! Always make sure to turn the power switch of the fax machine OFF (O) before connecting the 
network cable.

2 Insert the connector of a shielded Ethernet 10BASE-T 
or 100BASE-TX cable into the scanner interface 
connector on the fax machine. 

3 Turn the power switch of the fax machine ON (|).
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Making the Initial Settings on the Fax Machine

Turning Network FAX Reception ON/OFF

Turn this setting ON in order to perform Network FAX Reception. You can also select whether to 
have received documents printed out automatically or not. 

Note If you want to cancel the procedure part way through, press the Reset key. The touch panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select NW-FAX RX.

5 Press the Enter key.

6 Press the  key or the  key to select whether to turn 
Network FAX Reception On or Off.

The asterisk (*) in the message display indicates the 
current setting.

Selecting On(Local Print ON) will cause incoming 
faxes to be automatically printed out, while selecting On(Local print OFF) will save incoming 
fax data into a selected folder without printing them out.

7 Press the Enter key. The setting for Network FAX Reception is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Fax Default:
2  in  1  RX
Fax Bulk RX
NW-FAX RX

:Off
:On(Off)

:Off

On (Local Print ON)
On (Local print OFF)

NW-FAX RX

Off
*
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Turning the Save Transmitted Documents Function ON/OFF

Perform this procedure to select whether you want to save the transmitted documents on the server 
computer (the computer on which the provided Scanner File Utility is installed) or not.

Note If you want to cancel the procedure part way through, press the Reset key. The touch panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select Save TX 
Ori..

5 Press the Enter key.

6 Press the  key or the  key to select whether to turn 
the Save Transmitted Documents function On or Off.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for the Save Transmitted Documents Function is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

Save TX Ori.

FAX Default:

NW-FAX RX :
:

On(Off)
On

FAX Bulk RX : Off

Save TX Ori.:

Off
On

*
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Selecting the File Type

Perform this procedure to select the file type in which the documents for transmission, or of received 
documents, will be saved in the server computer (the computer on which the provided Scanner File 
Utility is installed). The document can be saved as a PDF file or a TIFF file.

Note If you want to cancel the procedure part way through, press the Reset key. The touch panel will 
return to the initial mode settings.

1 Press the System Menu key.

2 Press the  key to select Fax Default.

3 Press the Enter key.

4 Press the  key or the  key to select File Format 
[File type].

5 Press the Enter key.

6 Press the  key or the  key to select the desired file 
type, either PDF or TIFF.

The asterisk (*) in the message display indicates the 
current setting.

7 Press the Enter key. The setting for the File Type is complete.

If you are finished making settings, press the Reset key. The operation panel will return to the initial 
mode settings.

Printer Default
Machine Default

System Menu / Counter

Fax Default

File Format

FAX Default:

Save TX Ori. :
:

On
PDF

NW-FAX RX : On(Off)

PDF
TIFF

File Format

*
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Printing Out a Network FAX Settings List
Print out this list in order to check the information registered for the Network FAX functions, such as 
the Network FAX Reception settings, the auto print out setting, the save folder number, etc.

Before printing list, install the Address Editor for FAX using the CD-ROM (Product Library) and 
configure the settings of Network FAX. For details, refer to Network FAX Driver Operation Guide.

Note If you want to cancel the procedure part way through, press the Reset key. The touch panel will 
return to the initial mode settings.

1 Open the cover plate to the left and press the Print 
Report key.

2 Press the  key or the  key to select Network FAX 
Setting List. 

3 Press the Enter key. A Network FAX Settings List will be printed out.

The operation panel will return to the initial mode settings.

Network FAX Setting List

Print Report :

User Setting List
Confirmation Report
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10 Reference Information

Specifications

* Specifications are subject to change without notice.

Type Optional FAX Kit

Compatibility Group 3

Line Requirement Subscription telephone line

Transmission Speed Within 3 seconds (33600 bps, JBIG, ITU-T #1 chart)

Modem Speed 33600/31200/28800/26400/24000/21600/19200/16800/
14400/12000/9600/7200/4800/2400bps

Data Compression JBIG/MMR/MR/MH

Error Correction ECM

Maximum Document Dimensions Width: 11" [297 mm] Length: 63" [1600 mm]

Automatic Document Processor 
Capacity

Max. 50 pages

Auxiliary Scanning Line Density Horizontal x Vertical
Normal (8 dots/mm x 3.85 lines/mm)
Fine (8 dots/mm x 7.7 lines/mm)
Super fine (8 dots/mm x 15.4 lines/mm)
Ultra fine (16 dots/mm x 15.4 lines/mm)

Recording Resolution 600 dpi x 600 dpi

Grayscale 128 levels (Value differential diffusion)

One-Touch Keys Max. 32 destinations  (01~32)

Abbreviated Number Max. 200 destinations  (000~199)

Broadcast Transmission Max. 232 destinations

Polling Reception Max. 232 locations

Installed Bitmap Memory 4 MB

Installed Imaging Memory 4 MB 

Management Reports and Lists Activity Report, Confirmation List, User Setting List, 
One-Touch Key List, Abbreviated Dial List, Telephone 
Directory List, Program Dial List, Group Dial List, Encryption 
Key List, Restricted Access Report

Options Memory (32 MB), Network scanner 



Reference Information

10-2

Menu Flow Charts
The following charts represent the flow of the message display when the various “function” keys are 
pressed on the operation panel. Refer to this chart as a reference when operating the fax.

Register key Abbreviated Numbers

One-Touch Keys

Program Keys

Group Dial Keys

Chain Dial Keys

Subaddress Boxes Subaddress Confidential Boxes

Subaddress Relay Boxes

Encryption Boxes

Encryption Keys

Self-Station Information Your Own Fax Number

Your Own Name

Your Own ID

Permit Telephone Numbers

Permit IDs

Fax Forwarding

Remote Switching Number

Remote Test ID

Date and Time
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*1: Only available when the Network scanner is installed.

*2: Only available when the Duplex Unit is installed.

System Menu key Type of Phone Line 

TTI transmission ON/OFF

Report Print Out Activity Report

Restricted Access Report

Transmission Report

Reception Report

Delayed Communication Report

NW-FAX Transmission Report *1

Password Check Communication Password Check Transmission ON/OFF

Password Check Reception ON/OFF

Fax Forwarding ON/OFF

Bulletin Board Function ON/OFF

Number of Rings (Auto Fax Reception)

Number of Rings (TAD)

Number of Rings (FAX/TEL) [Inch version only]

Dial Confirmation ON/OFF

Volume Settings

DP Scanning

Default Transmission Mode

Reception Mode

Reception Date and Time Print Out ON/OFF

Paper Feed Selection Mode

2 in 1 Reception ON/OFF

Duplex Reception ON/OFF *2

NW-FAX Reception *1

TX Document Save *1

File Format *1

Remote Diagnosis ON/OFF

Fax Reception Size

Bulk Fax Reception ON/OFF

Alarm Volume

Monitor Volume

Speaker Volume
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*3: Only available when Restricted Access in turned ON.

*4: Only available when the Network scanner is installed.

Print Report key Activity Report

Restricted Access Report *3

Confirmation Report

User Setting List

NW-FAX Setting List*4

Subaddress Box Lists Subaddress Confidential Box List

Subaddress Relay Box List
Encryption Box List

Speed Dial Lists Abbreviated Dial List

One-Touch Key List

Telephone Directory List

Program Dial List

Group Dial List

Encryption Key List

Status key Transmission Result Display

Reception Result Display

Editing a Communication in Memory Printing Out a Sample Image of Waiting Documents

Force-Starting the Communication

Modifying the Contents of the Communication

Deleting the Communication

Polling Key Polling Transmission

Polling Reception

Confidential key Entering Documents into a Subaddress Confidential Box

Printing Out Documents from a Subaddress Confidential Box

Printing Out Documents from an Encryption Box

Broadcast key Broadcast Transmission

Duplex TX key Transmission of Duplex (2-Sided) Documents

Delayed TX key Designating the Start Time for a Communication That Uses the Timer

TAD/Manual RX key Switching between the TAD, Manual Fax Reception and Auto Fax Reception Modes

Memory TX key Switching Between the Memory Transmission and Direct Feed Transmission Modes

Sub-Address key Selecting Subaddress-based Communication

Check Current 
Status key

Verification of operation status when using the Dual Access function

Abbreviation 
Directory key

Dialing with an Abbreviated Number

Using the Directory

Fax key Switching to the Fax Operation mode
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Paper Size and Priority Feed Chart (Inch version)
If the drawers do not contain paper that is of a size and orientation exactly the same as that of the 
received documents, the FAX will automatically select the most appropriate paper for print out. The 
following chart indicates the order of priority for paper selection in such a case.

<Notes for this Chart>

• The abbreviations in the chart above refer to the following paper sizes:

   S  T: 5 1/2" x 8 1/2" [width-wise]

   STR: 5 1/2" x 8 1/2" [length-wise]

   L  T: 8 1/2" x 11" [width-wise]

   LTR: 8 1/2" x 11" [length-wise]

   L  G: 8 1/2" x 14"

   L  D: 11" x 17"

• The top edge of the paper in these illustrations indicates the direction of feed for transmission 
or print out.

• If the same size of paper is set in more than one location, the upper drawer will have priority for 
paper feed.

• If the either of the Fixed Size or Fixed Cassette modes are selected in the Paper Feed 
Selection Mode setting, that setting will take precedent over the order indicated here.

• *1: Indicates that the Rotate Received Data function will be used.

• *2: When the image of received documents is automatically reduced to fit onto the paper, 
8 1/2" x 14" size images will be reduced to fit onto 8 1/2" x 11" [length-wise] size paper.

     : Indicates that a received page will be split and printed onto 2 or more separate sheets of paper.
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Paper Size and Priority Feed Chart (Metric version)
If the drawers do not contain paper that is of a size and orientation exactly the same as that of the 
received documents, the FAX will automatically select the most appropriate paper for print out. The 
following chart indicates the order of priority for paper selection in such a case.

<Notes for this Chart>
• The top edge of the paper in these illustrations indicates the direction of feed for transmission 

or print out.
• FL refers to Folio size paper.
• If the same size of paper is set in more than one location, the upper drawer will have priority for 

paper feed.
• If the either of the Fixed Size or Fixed Cassette modes are selected in the Paper Feed 

Selection Mode setting, that setting will take precedent over the order indicated here.
• *1: Indicates that the Rotate Received Data function will be used.
• *2: If the received image of Folio size documents is automatically reduced to fit onto the paper, 

it will be accomplished onto A4R size paper.
       : Indicates that a received page will be split and printed onto 2 or more separate sheets of paper.
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Error Code Tables
When a communications error occurs, one of the following error codes will be printed out on the 
corresponding Transmission Report or Reception Report as well as the Activity Report. 

Note If an error occurs during communication at a transmission speed of 33600 bps, the “U” in the error 
codes noted below will change to an “E”.

CODE CAUSE AND/OR PROCEDURE FOR CORRECTION

Busy The line is busy or the other party does not answer after automatically redialling the 
set number of times. Perform transmission or reception procedures again.

Stopped Transmission has been interrupted by pressing the Stop/Clear key.
Reception has been interrupted by pressing the Stop/Clear key.
During multiple communication (Polling Reception, etc.), this unit was unable to 
transmit to all destinations due to a communications interruption.

U00300 The destination fax has run out of recording paper. Check with the destination 
party.

U00420 - 
U00462

Connection was made on a call initiated by the transmitting party, but the 
transmission has been interrupted because the transmitting party does not 
possess the necessary communication capabilities.

U00600 -
U00690

Communication was interrupted due to trouble with your unit. Perform transmission 
or reception procedures again.

U00700 Communication was interrupted due to trouble with the other party’s fax unit. 
Check with the other party.

U00800
U00810

Unsuccessfully transmitted page(s) remain. Perform transmission procedures 
again.

U00900
U00910

Unsuccessfully received page(s) remain. Perform reception procedures again.

U01000 - 
U01092

A communication error occurred during transmission. Perform transmission 
procedures again.

U01100 - 
U01199

A communication error occurred during reception. Perform reception procedures 
again.

U01400 A communication which uses the timer was scheduled, and a number was entered 
using an abbreviated number or one-touch key, etc., but communication with that 
party was impossible because that number was no longer registered when the 
scheduled time arrived. Check your unit.

U01500 A communication error occurred during transmission at high transmission speed. 
Perform transmission procedures again.

U01600 A communication error occurred during reception at high transmission speed. 
Perform reception procedures again after having the transmitting party lower the 
transmission speed.

U01700
U01720

A communication error occurred during transmission at high transmission speed. 
Perform transmission procedures again.

U01721 A communication error occurred during transmission at high transmission speed. 
The destination party’s fax may not have the corresponding high speed reception 
capabilities. If the destination party’s fax number was dialled using an abbreviated 
number or one-touch key, change the transmission speed registered for that 
number to a lower setting and perform transmission procedures again.

U01800 -
U01820

A communication error occurred during reception at high transmission speed. 
Perform reception procedures again after having the transmitting party lower the 
transmission speed.

U01821 A communication error occurred during reception at high transmission speed. Your 
unit may not have the corresponding high speed reception capabilities. Perform 
reception procedures again after having the transmitting party lower the 
transmission speed.
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U02200 A Subaddress-based Relay Broadcast Transmission command was received, but 
transmission to the remaining final destination(s) was impossible because the 
destination fax phone number(s) that was(were) registered for the corresponding 
Subaddress Relay Box in your fax machine has(have) been deleted. Check the 
information registered in your fax and have the initial transmitting station perform 
the transmission operation again.

U02400 A Subaddress-based Relay Broadcast Transmission command was received, but 
was unsuccessful because the Subaddress Relay Box ID that the initial 
transmitting station entered did not match the one registered in your fax. Check the 
information registered in your fax and have the initial transmitting station perform 
the transmission operation again.

U03000 Polling Reception was attempted, but was unsuccessful because no documents 
had been placed in advance in the transmitting party’s fax. Check with the 
transmitting party.

U03200 The destination fax is one of our models and a Subaddress-based Bulletin Board 
Reception was attempted in order to receive documents from that party’s 
Subaddress Box, but was unsuccessful because there were no documents stored 
in the corresponding Subaddress Box.

U03300 An error has occured due to one of the following reasons. Check with the other 
party.

(1) The destination fax is one of our models and a Polling Reception was attempted 
in order to receive documents from the other party’s fax, but was unsuccessful 
because Password Check Communication was turned ON in the other party’s 
fax and the necessary password did not match.

(2) The destination fax is one of our models and a Subaddress-based Bulletin 
Board Reception was attempted in order to receive documents from that party’s 
Subaddress Box, but was unsuccessful because Password Check 
Communication was turned ON in the other party’s fax and the necessary 
password did not match.

U03400 Polling Reception was attempted, but was unsuccessful because the password 
input in the transmitting party’s fax and the self-station ID of the receiving party did 
not match. Check with the other party.

U03500 The destination fax is one of our models and a Subaddress-based Bulletin Board 
Reception was attempted in order to receive documents from that party’s 
Subaddress Box, but was unsuccessful because the Subaddress Box number that 
you entered was not registered in the other party’s fax.

U03600 The destination fax is one of our models and a Subaddress-based Bulletin Board 
Reception was attempted in order to receive documents from that party’s 
Subaddress Box, but was unsuccessful because the Subaddress Communication 
password that you entered did not match the one registered in the transmitting 
party’s fax. Check with the other party.

U03700 A Subaddress-based Bulletin Board Reception was attempted in order to receive 
documents from the other party, but was unsuccessful because the other party’s 
fax does not have Subaddress-based Bulletin Board Transmission capabilities or 
because there were no documents stored in the corresponding box.

U04000 The destination fax is one of our models and a Subaddress-based Confidential 
Transmission was attempted in order to transmit documents to that party’s 
Subaddress Box, but was unsuccessful because the Subaddress Box number that 
you entered was not registered in the destination party’s fax.

U04100 A transmission to a destination party’s box (ex. Subaddress Box) was attempted, 
but was unsuccessful because the destination party’s fax does not have 
Subaddress-based Confidential Reception capabilities.

U04200 Encryption Transmission was attempted, but was unsuccessful because the 
Encryption Box was not registered in the other party’s fax.

CODE CAUSE AND/OR PROCEDURE FOR CORRECTION
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U04300 Encryption Transmission was attempted, but was unsuccessful because the other 
party’s fax does not possess Encryption Communication capabilities.

U04400 Encryption Transmission was attempted, but was unsuccessful because the 
Encryption Keys did not match.

U04401 Encryption Transmission was attempted, but the other party was not dialed 
because the designated Encryption Key is not registered in your unit.

U04500 Encryption Reception was attempted, but was unsuccessful because the 
Encryption Keys did not match.

U05100 Transmission was attempted, but was unsuccessful because Password Check 
Communication was turned ON in your unit and the necessary password did not 
match. Check with the destination party.

U05200 A transmission was attempted by the other party, but was unsuccessful because 
Password Check Communication was turned ON in your unit and the necessary 
password did not match.

U05300 Transmission was attempted, but was unsuccessful because Password Check 
Communication was turned ON in the destination party’s fax and the necessary 
password did not match. Check with the destination party.

U09000 Communication was attempted but, but was unsuccessful because the other 
party’s fax does not match the communication protocol in use (the other party is 
using a G2 facsimile).

U12000 A Subaddress-based Relay Broadcast Transmission command was received, but 
all the data to be transmitted was not received because the memory in your fax 
machine has become full. Check the contents of your machine’s memory and, after 
you have created sufficient space in memory, have the initial transmitting station 
perform the transmission operation again.

U14000 A reception from a Subaddress Box was attempted, but was unsuccessful because 
the memory in your fax machine has become full. Print out data from memory and 
try again or abandon the Subaddress-based Confidential Reception attempt.

U14100 The destination fax is one of our models and a transmission to a destination party’s 
Subaddress Box was attempted, but was unsuccessful because memory in the 
destination party’s fax machine has become full.

U19000 Memory Reception was attempted, but was unsuccessful because your memory 
has become full. 
Clear your memory of all other data and attempt reception again.

U19100 Transmission was attempted, but was unsuccessful because the destination 
party’s memory has become full. 
Check with the destination party.

U19200 The data stored in memory is faulty. Perform the necessary communication 
procedures again.

U19300 A transmission was attempted, but was unsuccessful because the data to be 
transmitted is faulty. Perform the transmission procedure again.

U19400 A reception was attempted, but was unsuccessful because the received data is 
faulty. Perform the reception procedure again.

CODE CAUSE AND/OR PROCEDURE FOR CORRECTION
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Index
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Abbreviated Numbers ................................................................................................. 2-24

Modifying or Deleting Registered information ................................................... 2-27
Registering New abbreviated Numbers ............................................................ 2-24
Using an abbreviated number ........................................................................... 2-28

Abbreviated Dial List ................................................................................................... 2-29
Activity Report ............................................................................................................... 6-3
Address Book ............................................................................................................. 2-30

Searching with the Address Book .................................................................... 2-30
Using the Address Book ................................................................................... 2-30

Administrator Password .............................................................................................. 1-13
Auto Clear function ..................................................................................................... 1-14
Auto FAX/TEL Switching .............................................................................................. 5-1
Auto sleep function ..................................................................................................... 1-15
Automatic Fax Reception .............................................................................................. 2-9
Automatic Redialing ................................................................................................... 2-32
Automatic sending ........................................................................................................ 2-1

B
Batch Transmission function ...................................................................................... 1-20
Broadcast Transmission ............................................................................................... 3-5
Bulletin Board setting .................................................................................................... 7-3

C
Canceling a Communication ...................................................................................... 2-11
Canceling a Direct Feed Transmission ....................................................................... 2-12
Canceling a Memory Transmission ............................................................................ 2-11
Canceling a Reception ............................................................................................... 2-12
Chain Dial Keys .......................................................................................................... 3-10
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Registering New Chain Dial Keys .................................................................... 3-10
Using a Chain Dial Key ....................................................................................  3-12

Checking the Result of Transmissions ......................................................................... 6-1
Checking Transmission/Copy Counts ........................................................................ 5-66
Communication Result Display .................................................................................... 6-1
Communication Using the Timer .................................................................................. 3-8
Confirmation Report ..................................................................................................... 6-3
Copy Priority Printout function .................................................................................... 2-14

D
D.R.D. Reception ......................................................................................................... 5-5
Date & Time setting .................................................................................................... 1-11
Deleting the Communication ...................................................................................... 3-20
Dial Confirm setting ....................................................................................................... 7-7
Document Number ..................................................................................................... 1-14
Document Processor ............................................................................................. 1-2, 2-3
Dual Access function .................................................................................................. 1-17
Duplex RX setting ......................................................................................................... 8-1
Duplex Transmission .................................................................................................... 3-1
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Editing a Communication in Memory  ......................................................................... 3-13
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Encryption Box List ..................................................................................................... 5-65
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DECLARATION OF CONFORMITY
TO

89/336/EEC, 73/23/EEC, 93/68/EEC and 1999/5/EC

We declare under our sole responsibility that the product to which 
this declaration relates is in conformity with the following specifications.

Limits and methods of measurement for immunity 
characteristics of information technology equipment EN55024

Limits and methods of measurement for radio interference 
characteristics of information technology equipment EN55022 Class B

Limits for harmonic currents emissions 
for equipment input current  16A per phase EN61000-3-2

Limitation of voltage fluctuations and flicker in low-voltage 
supply systems for equipment with rated current  16A EN61000-3-3

Safety of information technology equipment, including 
electrical business equipment EN60950

Safety of laser products EN60825-1

The common technical regulation for the attachment 
requirements for connection to the analogue public switched 
telephone networks (PSTNs) of terminal equipment 
(excluding terminal equipment supporting the voice telephony 
justified case service) in which network addressing, if 
provided, is by means of dual tone  mulch-frequency (DTMF) 
signaling CTR 21

<=

<=



Technical regulations for terminal equipment

This terminal equipment complies with:

• TBR21              
• AN 01R00 AN for P
• AN 02R01 AN for CH and N
• AN 04R00 General Advisory Note
• AN 05R01 AN for D, E, GR, P and N
• AN 06R00 AN for D, GR and P
• AN 07R01 AN for D, E, P and N
• AN 09R00 AN for D
• AN 10R00 AN for D
• AN 11R00 AN for P
• AN 12R00 AN for E
• AN 16R00 General Advisory Note
• DE 03R00 National AN for D
• DE 04R00 National AN for D
• DE 05R00 National AN for D
• DE 08R00 National AN for D
• DE 09R00 National AN for D
• DE 12R00 National AN for D
• DE 14R00 National AN for D
• ES 01R01 National AN for E
• GR 01R00 National AN for GR
• GR 03R00 National AN for GR
• GR 04R00 National AN for GR
• NO 01R00 National AN for N
• NO 02R00 National AN for N
• P 03R00 National AN for P
• P 04R00 National AN for P
• P 08R00 Nationa AN for P

Network Compatibility Declaration

We declare that the product is designed to interwork with the following 
netwoks:

Austria France Ireland The Netherlands 
Sweden Belgium Germany Italy
Norway Switzerland Denmark Greece
Liechtenstein Portugal United Kingdom Finland
Iceland Luxembourg Spain
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